
3938

(dimenzije u mm)• Proizvod s markom kvalitete

2. Utikaãi i utiãnice za industrijsku primjenu

Opis Boja Pak. kol. Kat. br.

2P+=

2P+=

3P+N+=

3P+N+=

3P+=

3P+=

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

561.1670

561.1683 

561.1678

561.1672

561.1674

561.1686

561.16864

561.1679 

561.1675

561.1687

561.3270

561.3283 

561.3278

561.3272

561.3274

561.3286

561.32864

561.3279 

561.3275

561.3287

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

3h 50-60Hz 380/440V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

3h 50-60Hz 380/440V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

16A

32A

561.561.

Kompaktna verzija

Referentni standardi: IEC 60309-1 i IEC 60309-2

- Bez nosaãa osiguraãa

ADVANCE 2 Serija

BLOK-PREKIDAâ
UTIâNICE - IP67

Opis Boja Pak. kol. Kat. br.

2P+=

3P+N+=

3P+=

•

•

•

•

•

•

•

•

•

561.6370

561.6383 

561.6378

561.6372

561.6374

561.6386

561.6379 

561.6375

561.6387

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4 

63A

Velika verzija

Kompaktna verzija IP67

(561./566./564.)

2P+=16A16
3P+=16A16
3P+N+=16A16
2P+=32A16
3P+=32A16
3P+N+=32A16

145

152

163

164

164

167

A B C

261

261

262

272

272

272

341

350

368

377

377

385

Opis Boja Pak. kol. Kat. br.

2P+=

2P+=

3P+N+=

3P+N+=

3P+=

3P+=

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

563.1670

563.1683 

563.1678

563.1672

563.1674

563.1686

563.16864

563.1679 

563.1675

563.1687

563.3270

563.3283 

563.3278

563.3272

563.3274

563.3286

563.32864

563.3279 

563.3275

563.3287

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

3h 50-60Hz 380/440V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

3h 50-60Hz 380/440V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

16A

32A

563.563.

Kompaktna verzija

Referentni standardi: IEC 60309-1 i IEC 60309-2

- S nosaãem osiguraãa

ADVANCE 2 Serija

BLOK-PREKIDAâ
UTIâNICE - IP67

Opis Boja Pak. kol. Kat. br.

2P+=

3P+N+=

3P+=

•

•

•

•

•

•

•

•

•

563.6370

563.6383 

563.6378

563.6372

563.6374

563.6386

563.6379 

563.6375

563.6387

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4 

63A

Velika verzija

Opis Boja Pak. kol. Kat. br.

2P+=

3P+N+=

3P+=

•

•

•

•

•

•

•

•

•

564.6370

564.6383 

564.6378

564.6372

564.6374

564.6386

564.6379 

564.6375

564.6387

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4 

63A

Velika verzija

Velika verzija (561./563./564./568./569) IP67

2P+=16A16
3P+=16A16
3P+N+=16A16
2P+=32A16
3P+=32A16
3P+N+=32A16
63A16

166

186

197

205

205

207

211

A B C H

412

412

412

420

420

420

439

492

500

518

526

526

533

610

25

25

25

25

25

25

40

Opis Boja Pak. kol. Kat. br.

2P+=

2P+=

3P+N+=

3P+N+=

3P+=

3P+=

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

562.1670

562.1683 

562.1678

562.1672

562.1674

562.1686

562.16864

562.1679 

562.1675

562.1687

562.3270

562.3283 

562.3278

562.3272

562.3274

562.3286

562.32864

562.3279 

562.3275

562.3287

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

3h 50-60Hz 380/440V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

3h 50-60Hz 380/440V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

16A

32A

562.562.

Kompaktna verzija

Referentni standardi: IEC 60309-1 i IEC 60309-2

- S nosaãem osiguraãa

ADVANCE 2 Serija

BLOK-PREKIDAâ
UTIâNICE - IP44

Opis Boja Pak. kol. Kat. br.

2P+=

2P+=

3P+N+=

3P+N+=

3P+=

3P+=

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

564.1670

564.1683

564.1678

564.1672

564.1674 

564.1686

564.1679

564.1675 

564.1687

564.3270

564.3283

564.3278

564.3272

564.3274 

564.3286

564.3279

564.3275 

564.3287

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

4h 50/60Hz 100-130V

6h 50/60Hz 200-250V

9h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 200-250V

6h 50/60Hz 380-415V

4h 50/60Hz 100-130V

9h 50/60Hz 208-250V

6h 50/60Hz 346-415V

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

1/12

16A

32A

564.564.

Kompaktna verzija

Referentni standardi: IEC 60309-1 
IEC 60309-2

- S nosaãem osiguraãa

ADVANCE 2 Serija

BLOK-PREKIDAâ
UTIâNICE - IP67

HIGH

R

E
S ISTAN

C

E

FuseFuse OsiguraãOsiguraã OsiguraãOsiguraã




































